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IO — b 7 Removal.
N/ /!
. 7 ’ |—D B
S / gl [/
= =] L
o ‘, i —Shim s
* : Z 4 Z (As Required)
+\' i VZZ. 4
Ll ’ — Lower Jaw N} \
o ’ Steel Casting I N
\—Adjus# To
/ ‘ 5" Clearance
Lock Mouth — & 1BV T % Ei\/
Stes! Casting ’Tf ' 5 > 5
)\‘ Lo \;
¥ ‘ L B Shim P's 3 s
\’/ | 44 @ (As Required) 2-%7 ¢ x 27 hex. hd. cap
- ® 7 / 2-L7 ¢ x 13,7 hex. screws. Std. flat washers.
hd. cap screws. Std. (stainless steel)
r 1 flat washers (sinl. st.)
:_7_ [Base of post shall be
g = sedled with two component
N L Fabric Bearing Pad— non-sz‘a/mngugmy ’sea//@g
o compound with polysulfide
SHIM PLA TE REPLACEMENT SECTION A-A + : liquid polymers-gun
AT CENTER LOCK P ! F!:;': |! ‘ ‘ grade with primer.
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Note: < 22 ¥3 cap screws. Tap for %7 9 x 27 hex hd. cap screws.
Raplace existing Tig" shims with AISI type 3161 or gl LPB L 5
316-GA stainless steel shims 1o restore the 557" Sx 1% x 77 bar
clearace between Wearing Plate and Jaws of Center Lock 5,0 % 1 x 77 bar
(Cost included with Center Lock Adjustment).
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